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2-CHANNEL
WIRELESS
CONTROL SET

RZB-04

• complete set of wireless control for 
two lighting circuits,

• allows to control from different 
places and operation in time mode 
(staircase time delay switch),

• possibility of cooperation with radio 
remote control, wireless motion 
detector and other EXTA FREE system 
devices.

ZAMEL Sp. z o.o.
43-200 Pszczyna, ul. Zielona 27, Poland
tel.: +48 32 210 46 65; fax: +48 32 210 80 04
e-mail: marketing@zamel.pl
www.zamel.com
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• wireless control of two lighting 
circuits

• easy installation
• cooperates with other EXTA FREE 

system devices
• operation range: 200 m in open area

2-CHANNEL
WIRELESS

CONTROL SET
RZB-04

SCAN

the technical
data

energy-saving
product

230 V AC; 50 Hz; IP20 
Weight: 0,039 kg 
PN-EN 60669, PN-EN 60950
PN-EN 61000

receiver (ROP-02): transmitter (RNK-04):
3 V DC (CR2032); IP20
Weight: 0,038 kg
PN-ETSI EN 300 220-1
PN-ETSI EN 300 220-2

The ZAMEL company devices 
which are characterised with 
this sign can cooperate with 
each other.

ZAMEL hereby declares that the device is compatible with 
the essential requirements and other relevant provisions of 
Directive 1999/5/EC. Declaration of Conformity can be found 
on the web page www.zamel.com
Registered design © ZAMEL
Made in EU

The symbol means selective collecting of electrical and 
electronic equipment.
It is forbidden to put the used equipment together with 
other waste.

RZB-04 set includes 4-channel 
radio button transmitter RNK-04 and 
2-channel flush radio receiver ROP-02. 
Operation range: 200 m in open area. 
Complete set of wireless control for two 
lighting circuits. The set allows lighting 
control by wireless transmitters and 
also by wired monostable (bell) push-
-buttons. ROP-02 receiver enables ope-
ration in 5 different modes (switching 
on, switching off, monostable mode, 
bistable mode, time mode.
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